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CANDLESTICKS

Minature pair of early 18th century ivory and treen candle sticks
probably made for a dolls house in the Queen Anne period. The turned
bases are of lignum vitae and the acorn knopped stems turned in ivory.
c1700-1720 1 %" high 9222

Fine ‘pair’ of George III cast silver candlesticks of ‘shell base’ form
typical of the period; made by William Cafe, one of the most famous
makers of silver candlesticks. Probably originally part of an extended set .
of 4 or 6 and since split up so that these two have different dates, 1762
and 1765. A
Contemporary engraved crest 10" high 9139

Interesting and unusual pair of George III period die stamped sheet brass
candlesticks constructed in the manner of Sheffield plate examples. The -
square bases and ‘cluster column’ stems are filled with pitch and the |
undersides have turned wood inserts (one later replacement). These
candlesticks were probably originally gilded or lacquered to give the
appearance of gilding. 5 % :
c1770-5 12 %" high Private collection NFS

Rare pair of late 18th century turned wooden candlesticks in the Adam _
style. Antique candlesticks made entirely of wood are rare survivors sinCt"— 3
so many were damaged when candles were left to burn right down,
charring the socket, or worse. This pair of candlesticks are of good
quality mahogany and have lead rings inset into their bases to aid
stability.
c1780-1800 8 %" high 8999
Interesting pair of late 18th century brass candlesticks of Adam design,
fitted with the candle gripping device described on page 6. These
examples are stamped ‘K patent 1156’ on the edge of the base, and have
push rod ejectors with cut-outs to clear the fins or ‘blades’ inside the
candle socket. (Repair to base of one stem).

¢1780-1800 11" high 9109

Pair of late 18th century Adam design brass candlesticks incorporating @
version of Tates patent candle gripping mechanism (see page 6). The
outer edge of the footrims are stamped ‘patent’, each with the
consecutive numbers 190 and 191 alongside.

¢1780-1800 11’ high 011
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Pair of early 19th century brass telescopic candlesticks with same patent
grip mechanism as previous item.
c1800-20 7%" to 10” high 8937

Rare pair of early Victorian brass candlesticks by James Barlow, fitted
with the candle gripping device that he patented in 1839 (see page 6 & 8).
Stamped on edge of base with Queen Victorias coat of arms and ‘J.
Barlow patent’. (Illustration of James Barlow’s Billhead, opposite).

c1840-50 8% " high 9028

Pair of Victorian brass candlesticks with Clive’s improved version of
Barlow’s mechanism, patented in 1842.

c1840-50 9” high 9158
Pair of Victorian Brass Pricket candleticks in ornate Gothic revival style.
c1880 23" high 9126

Extremely rare 17th century glass candlestick on high domed foot, the
baluster stem with elongated candlesocket. The form is Northern
European and not typically British but the ‘crizzled’ effect on the surface
is just like that found on the earliest, experimental Ravenscroft glass of
about 1675.

c1670-80 10” high 9258

Item No.11
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Early 18th century brass candlestick with acorn knop to stem and
circular hole to side of candle socket. (Small repair to part of top flange
and neck). Probably French.

¢1700-1720 6" high 019

Early 18th century brass candlestick, six sided base, baluster stem of
seamed construction. (Minor repair to knop).
cl715-25 7% " high 014

Mid. 18th century brass candlestick with slide eject mechanism (see page
5). Square base with concave ‘cut corners’ and knopped stem typical of
later George II period, but the side eject action allied to this particular
shape of stem is unusual.

c1740-60 7% " high 015

Mid. 18th century brass candlestick with traces of silvering underneath,
and the worn remains of what was once a finely engraved rococco style
coat of arms. Plain, flat square base with circular wax depression,
knopped stem of seamed construction, the socket formerly with
detachable bobeche.

¢1750-60 9% " high 022

Early George III period brass candlestick with ‘twist eject’ mechanism in
good working order (see page 5). Seamed stem, similar form to many
named Birmingham candlesticks of the period.

c1760-70 8" high 9040

Late 18th century brass candlestick with ‘slide eject’ action. Plain
circular base and simple cylindrical stem. The number 82 is cast into
underside of base, possibly indicating a pattern number. worn condition.
¢1770-90 8" high 023

Possibly unique example of a late 18th century sheet iron candlestick of
Adam design, retaining traces of original ‘close plating’. Typical of the
finest silver and Sheffield plate candlesticks of the period. This die
stamped example is marked ‘patent iron’ inside the socket and is
probably the work of Samuel Roberts the younger, a noted silversmith
from Sheffield who patented a method of close plating candlesticks in
1790. Although missing it’s detachable bobeche, and with some rust
holes, this candlestick is a most interesting illustration of the ingenuity of
18th century craftsmen and is probably the sole survivor of it’s type.

c1790 11" high 021
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Early 19th century brass candlestick with unusual retractable candle
socket. Standing on a circular base and with an inverted baluster stem
typical of the George IV to early Victorian era, this example features a
short telescopic section beneath the candle socket. This would be
extended for use as a normal candlestick, but when pushed down so that
it is retracted into the stem, a small ‘pricket’ holder is revealed, allowing
very short candle stubs to be burnt to the end in the interests of economy.
c1820-40 812" high 017

Early Victorian brass candlestick with makers mark cast into the base.
The mark reads J. T. & Co., possibly indicating manufacture by John
Turner and Co. of Birmingham.

c1840-50 8" high 018

Victorian. ‘Mess Pattern’ brass candlestick engraved with Royal Crown
and VR number 3235. This form of candlestick was standard
government issue right up to the beginning of the 20th century, but first
appeared in around 1830. They have taken their name from the fact that
they were used in officer’s messes, however it would appear that they
were issued to many different government establishments.

¢1840-1900 812" high 013
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